
UTTAR HARYANA BIJLI VITRAN NIGAM 

         Sales Instruction No.U-15/2012 

From 

The Chief General Manager/Commercial,                                                               
UHBVN, Panchkula. 

To 

All CEs/(OP)/SEs(OP)Xens/SDOs/op,                                                                    
JEs-I, Incharge in UHBVN. 

  Memo No.Ch- 16/SS-403/200/ind feeder/C-I 
  Dated:     06.07.2012.   

Subject: Shifting/ Release of Industrial/NDS load from RDS/AP feeders to 
urban/ mixed urban/ Industrial feeder. 

Some of the Industrial units located in the Suburbs of cities are being 

feed from the Rural feeder and as a consequence these industrial units are being 

supplied power as per the schedule of the Rural feeder.  

There are instances where an Industry or a group of industries 

running in Rural feeder located at places where Urban feeder is also in vicinity 

makes request to shift their load on urban/mixed urban/Industrial feeder in order to 

have better supply position. 

Some requests are also being received from new Industrial/NDS 

applicant that connection be released from Urban feeder in order to have better 

supply position.  

Instructions on the same were issued vide SI No.U-21/2011 dated 

19.04.2011. Now, to maintain parity on the issue in both the utilities, the matter was 

put up before the WTDs in its meeting held on 13.06.2012 for consideration and 

after deliberation, it is decided that 

(i) To avoid electrical accidents, no inter mingling of supplies of two sub-

stations should be allowed. All categories in a particular area should 

be serviced through a pre-defined sub-station and in no way supply of 

other sub-station should be brought in the service area of other sub-

station which is accident prone.  The connections in one service area 

can be shifted from one feeder to the other so that category wise 

segregation is achieved. 

(ii) The facility was extended to HT industrial consumers whose premises 

are upto 2 Kms. from the Municipal limit and to the LT industrial 

consumers whose premises are upto 2 Kms. desirous to shift their 

load to urban mode will have to shift their supply mode from LT to 11 

KV supply for availing this facility by providing 11 KV metering on the 

entrance gate and installation of their own transformer and the cases 

beyond 2 Km shall be dealt on merit of each case by WTD. 

 



 

(iii) The AP connections which are presently being fed from non AP 

feeders will be billed under NDS tariff if the land holding is less than 

two acres in municipal area. 

(iv) Shifting of loads less than 250 kW will be allowed on already existing 

independent urban feeders. 

(v) No connection will be allowed to be shifted on essential or continuous 

process industrial feeders for proper implementation of PRMs. 

(vi) The entire cost of shifting will be borne by the beneficiary. 

(vii) The consumer will have no right for the shifting of connection from 

rural to urban mode if the system conditions do not permit. Each case 

will be dealt on merits and shall be approved by Director (Operation) 

through CGM/Commercial. 

(viii) The maximum load allowed on each 11 kV feeder will be 200 Amps 

and length up to 15 KMs of main trunk feeder line (length with 

lengthiest spur). 

(ix) The shifting will be allowed only in case of pending dues if any have 

been cleared. 

(x) The LT Industrial consumers desires to shift their load to urban mode 

shall have to shift their supply mode from LT to 11 KV supply by 

providing 11 KV metering on the entrance gate and installation of their 

own transformer. 

The above instructions should be brought to the notice of all 

concerned for careful and meticulous compliance and supersedes all previous 

instructions on the issue.  

 

Chief General Manager/Comml. 
UHBVN, Panchkula. 

 


